PETRONAS

LUBRICANTS
ITALY

TECHNICAL CHARACTERISTICS
TUTELA TRANSMISSION W90 M-DA

PRODUCT CODE: 1452

APPLICATION

EP oil for rear axle also with limited sleep.

SPECIFICATIONS

SAE 80W-90, API GL 5, IVECO 18-1805 CLASSE RAM1,CONTRACTUAL TECHNICAL REF. N°1009.G87,
FIAT 9.55550-DA2, ZF TE-ML 16B, ZF TE-ML 17B, ZF TE-ML 19B, ZF TE-ML 21A,
MIL-L-2105 D Performance

TEST DESCRIPTION

TEST DESCRIPTION METHOD UNIT TYPICAL VALUE

APPEARANCE B |- | B.&C.
COLOUR - |- | L 4,0
DENSITY 15°C |ASTM D4052  |g/cms | 0,897
VISCOSITY @ 100°C |ASTM D445 |cst | 14,5
VISCOSITY @ 40°C IASTMD 445  |cSt | 135
VISCOSITY INDEX |ASTMD 2270 |- | 104
FLASH POINT Cl. O. C. |ASTM D 92 °C | 200
POUR POINT |ASTM D 97 °C | 27

All technical data is provided for reference only.
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